
Fixture Type:

Catalog Number:

Project:

Location:

WAC Lighting retains the right to modify the design of our products at any time as part of the company's continuous improvement program.   JAN 2019

waclighting.com
Phone (800) 526.2588
Fax       (800) 526.2585

Headquarters/Eastern Distribution Center
44 Harbor Park Drive 
Port Washington, NY 11050

Central Distribution Center
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Lithia Springs, GA 30122

Western Distribution Center 
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Ontario, CA 91760

ORDERING NUMBER

Power Color Temp CRI Max Lumens Finish
       

FM-113G2 20W 27
35

2700K
3500K 90 1650

WT White

FM-115G2 27W 27
35

2700K
3500K 90 2300

PRODUCT DESCRIPTION

With its cleaner pro� le and higher lumen light performance, BLO2 is a 
contemporary � ush mount design to accommodate trends in hotel guest room 
designs and public spaces in multifamily apartment complex.

FEATURES

• Install into 3", 4", or a combination 3/0-4/0 electrical box 
• Wall or Ceiling Mount
• Multiple LED array for uniform illumination
• 90 CRI
• 50,000 hour rated life
• 5 year warranty

FM -11 G2- - WT

Example: FM-113G2-35-WT

Blo 2 Functional LED Ceiling and Wall
FM-11

SPECIFICATIONS

Construction: Aluminum with translucent acrylic di� user

Input: 120 - 277V

Dimming: 100% - 5% ELV. 100% - 5% TRIAC

Harmonic Distortion (THD): <20% 

Operating Temperature: -20°C (-4°F) to 40°C (104°F)

Standards: Title 24 JA8-2016 Compliant; Energy Star® rated; Damp location listed;

                        ETL listed; ADA compliant
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